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that could result in air emissions to
the atmosphere.

(i) The owner or operator shall vis-
ually inspect each drain as follows:

(A) In the case when the drain is
using a water seal to control air emis-
sions, the owner or operator shall ver-
ify appropriate liquid levels are being
maintained and identify any other de-
fects that could reduce water seal con-
trol effectiveness.

(B) In the case when the drain is
using a closure device to control air
emissions, the owner or operator shall
visually inspect each drain to verify
that the closure device is in place and
there are no defects. Defects include,
but are not limited to, visible cracks,
holes, or gaps in the closure devices;
broken, cracked, or otherwise damaged
seals or gaskets on closure devices; and
broken or missing plugs, caps, or other
closure devices.

(ii) The owner or operator shall vis-
ually inspect each junction box to ver-
ify that closure devices are in place
and there are no defects. Defects in-
clude, but are not limited to, visible
cracks, holes, or gaps in the closure de-
vices; broken, cracked, or otherwise
damaged seals or gaskets on closure de-
vices; and broken or missing hatches,
access covers, caps, or other closure de-
vices.

(iii) The owner or operator shall vis-
ually inspect the unburied portion of
each sewer line to verify that all clo-
sure devices are in place and there are
no defects. Defects include, but are not
limited to, visible cracks, holes, gaps,
or other open spaces in the sewer line
joints, seals, or other emission inter-
faces.

(iv) The owner or operator shall per-
form the inspections initially at the
time of installation of the water seals
and closure devices for the individual
drain system and, thereafter, at least
once every year.

(v) In the event that a defect is de-
tected, the owner or operator shall re-
pair the defect in accordance with the
requirements of paragraph (b) of this
section.

(vi) The owner or operator shall
maintain a record of the inspection in
accordance with the requirements spec-
ified in § 63.965(a) of this subpart.

(2) The owner or operator shall in-
spect and monitor the closed-vent sys-
tem and the control device in accord-
ance with the requirements specified in
§ 63.693 in 40 CFR 63 subpart DD—Na-
tional Emission Standards for Hazard-
ous Air Pollutants from Off-Site Waste
and Recovery Operations.

(b) The owner or operator shall repair
all detected defects as follows:

(1) The owner or operator shall make
first efforts at repair of the defect no
later than 5 calendar days after detec-
tion and repair shall be completed as
soon as possible but no later than 15
calendar days after detection except as
provided in paragraph (b)(2) of this sec-
tion.

(2) Repair of a defect may be delayed
beyond 15 calendar days if the owner or
operator determines that repair of the
defect requires emptying or temporary
removal from service of the individual
drain system and no alternative capac-
ity is available at the facility site to
accept the wastewater normally man-
aged in the individual drain system. In
this case, the owner or operator shall
repair the defect at the next time the
process or unit that is generating the
wastewater managed in the individual
drain system stops operation. Repair of
the defect shall be completed before
the process or unit resumes operation.

(3) The owner or operator shall main-
tain a record of the defect repair in ac-
cordance with the requirements speci-
fied in § 63.965(a)(3) of this subpart.

§ 63.965 Recordkeeping requirements.
(a) Each owner or operator comply-

ing with § 63.962(a)(1) of this subpart
shall prepare and maintain the follow-
ing records:

(1) A written site-specific individual
drain system inspection plan that in-
cludes a drawing or schematic of the
individual drain system and identifies
each drain, junction box, and sewer
line location.

(2) A record of the date that each in-
spection required by § 63.964(a) of this
subpart is performed.

(3) When applicable, a record for each
defect detected during inspections re-
quired by § 63.964(a) of this subpart that
includes the following information: the
location of the defect, a description of
the defect, the date of detection, the
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corrective action taken to repair the
defect, and the date that the corrective
action was completed. In the event
that repair of the defect is delayed in
accordance with the provisions of
§ 63.964(b)(2) of this section, the owner
or operator shall also record the reason
for the delay and the date that comple-
tion of repair of the defect is expected.

(b) Owners and operators that use a
closed-vent system and a control de-
vice in accordance with the provisions
of § 63.962(a)(3) or § 63.692(b)(3)(ii)(A) of
this subpart shall prepare and main-
tain the records required for the
closed-vent system and control device
in accordance with the requirements of
§ 63.693 in 40 CFR part 63, subpart DD—
National Emission Standards for Haz-
ardous Air Pollutants from Off-Site
Waste and Recovery Operations.

§ 63.966 Reporting requirements.
Owners and operators that use a

closed-vent system and a control de-
vice in accordance with the provisions
of § 63.962(a)(3) or § 63.962(b)(3)(ii)(A) of
this subpart shall prepare and submit
to the Administrator the reports re-
quired for closed-vent systems and con-
trol devices in accordance with the re-
quirements of § 63.693 in 40 CFR part 63,
subpart DD—National Emission Stand-
ards for Hazardous Air Pollutants from
Off-Site Waste and Recovery Oper-
ations.

Subparts SS–UU [Reserved]

Subpart VV—National Emission
Standards for Oil-Water Sepa-
rators and Organic-Water
Separators

SOURCE: 61 FR 34195, July 1, 1996, unless
otherwise noted.

§ 63.1040 Applicability.
The provisions of this subpart apply

to the control of air emissions from oil-
water separators and organic-water
separators for which another subpart of
40 CFR parts 60, 61, or 63 references the
use of this subpart for such air emis-
sion control. These air emission stand-
ards for oil-water separators and or-
ganic-water separators are placed here
for administrative convenience and
only apply to those owners and opera-

tors of facilities subject to the other
subparts that reference this subpart.
The provisions of 40 CFR part 63, sub-
part A—General Provisions do not
apply to this subpart except as noted in
the subpart that references this sub-
part.

§ 63.1041 Definitions.

All terms used in this subpart shall
have the meaning given to them in the
Act and in this section. If a term is de-
fined in both this section and in an-
other subpart that references the use of
this subpart, then the definition in this
subpart shall take precedence when im-
plementing this subpart.

Closure device means a cap, hatch, lid,
plug, seal, valve, or other type of fit-
ting that, when the device is secured in
the closed position, prevents or reduces
air emissions to the atmosphere by
blocking an opening in a fixed roof or
floating roof. Closure devices include
devices that are detachable from the
cover (e.g., a sampling port cap), manu-
ally operated (e.g., a hinged access lid
or hatch), or automatically operated
(e.g., a spring-loaded pressure relief
valve).

Continuous seal means a seal that
forms a continuous closure that com-
pletely covers the space between the
edge of the floating roof and the wall of
a separator. A continuous seal may be
constructed of fastened segments so as
to form a continuous seal.

Fixed roof means a cover that is
mounted on a separator in a stationary
position and does not move with fluc-
tuations in the level of the liquid man-
aged in the separator.

Floating roof means a pontoon-type or
double-deck type cover that rests upon
and is supported by the liquid managed
in a separator.

Liquid-mounted seal means a foam- or
liquid-filled continuous seal that is
mounted between the wall of the sepa-
rator and the floating roof, and the
seal is in contact with the liquid in a
separator.

Oil-water separator means a separator
as defined for this subpart that is used
to separate oil from water.

Organic-water separator means a sepa-
rator as defined for this subpart that is
used to separate organics from water.
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